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030569
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047883047882 047884

030393

030394

030383

030384

September 2008
BC   = blister size
BC X  = blister (special size)
HT   = hangtag

CB = packed in cardboard box
PO = polybag
BA = banderol
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Distribution Panels, 3-way
- Socket turned by 45°

MB
15

Cable length: 3.0 m
(cross-sectional area: 3 x 1.5 mm2)

MB
15

Cable length: 1.4 m
(cross-sectional area: 3 x 1.0 mm2) - Child-proof

- Colour: white

black

black/red

Colour
- Two-pole, illuminated switch 
- With practical cable receptacle
- Material: heat-resistant plastic

Technical details:
- Maximum connected load: 3500 watts
- Mains connection: 220-240 V/50-60 Hz 
- Nominal current: 16 A

HTQty
10

Cable length: 1.5 m
(cross-sectional area: 3 x 1.0 mm2)

black/blue

MB
15

Cable length: 1.4 m

- With illuminated on/off switchMB
15

Cable length: 1.4 m

Distribution Panels, 6-way
- Socket turned by 45°
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030529
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047886047885 047887

MB = minimum order quantity 
Qty = quantitySeptember 2008

= novelty
= suitable accessory

(not included)
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MB
15

Cable length: 1.4 m
(cross-sectional area: 3 x 1.0 mm2)

MB
15

Cable length: 1.4 m
(cross-sectional area: 3 x 1.0 mm2)

- With illuminated on/off switch
- Child-proof
- Colour: white

black

black/red

Colour
- Two-pole, illuminated switch 
- With practical cable receptacle
- Material: heat-resistant plastic

Technical details:
- Maximum connected load: 3500 watts
- Mains connection: 220-240 V/50-60 Hz 
- Nominal current: 16 A

HTQty
10

Cable length: 1.5 m
(cross-sectional area: 3 x 1.0 mm2)

black/blue

Distribution Panels, 6-way
- Socket turned by 45°
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047874

047876

047873

047877

September 2008
BC   = blister size
BC X  = blister (special size)
HT   = hangtag

CB = packed in cardboard box
PO = polybag
BA = banderol

|  P O W E R  S U P P LY  U N I T S  |  M A I N S  L E A D S |  M A I N S  P L U G S  |  D I S T R I B U T I O N  PA N E L S |  T I M E R S  |

Power/Mains Connection
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HTQty
10

Cable length: 1.5 m 6-way

8-way

HTQty
10

Cable length: 3 m

"Profil Blue" Distribution Panel 
- Stylish distribution panel made of 

heat-resistant plastic
- Sockets turned by 45°
- With two-pole, illuminated safety

switch and practical cable receptacle
- Child-proof, incl. cable (type: H05VV-

F3G1,5)
- Colour: black

Technical details: 
- Maximum connected load: 3500 watts
- Mains connection: 220-240 V/50-60 Hz 
- Nominal current: 16 A

3-way

HTQty
10

Cable length: 1.5 m

HTQty
10

Cable length: 1.5 m

6-way, with overvoltage protection
- With integrated overload protection,

manual reset possible
- With integrated overvoltage protection

Overvoltage protection: 
- Up=1,0KV/UC=250V~/Uoc=3,0KV/IL=

16A/type 3HTQty
10

Cable length: 1.5 m
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047822

047824

047820

MB = minimum order quantity 
Qty = quantitySeptember 2008

= novelty
= suitable accessory

(not included)
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Power/Mains Connection
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BC
X

Qty
10

Cable length: 2.0 m

BC
X

Qty
10

Cable length: 2.0 m
8-way
- With illuminated on/off switchh

6-way

BC
X

Qty
10

Cable length: 2.0 m
6-way with illuminated on/off switch

BC
X

Qty
10

Cable length: 2.0 m

6-way with illuminated on/off switch 
and overvoltage protection
- Function control indicator for overvoltage

protection

BC
X

Qty
30

Cable length: 1.5 m

“Safety” Distribution Panels 
- Sockets turned by 45°
- With child protection 
- Cross-sectional area: 3 x 1.5 mm2

- Colour: white/black

4-way
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September 2008
BC   = blister size
BC X  = blister (special size)
HT   = hangtag

CB = packed in cardboard box
PO = polybag
BA = banderol
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Power/Mains Connection
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HTQty
10

Cable length: 1.5 m 6-way

HTQty
10

Cable length: 3 m

Aluminium Distribution Panel 
- Stylish, high-quality distribution panel,

made of sturdy aluminium, with 
heat-resistant plastic sockets

- Sockets turned by 45°
- With eyes for durable mounting
- With two-pole, illuminated safety

switch and practical cable receptacle
- With child protection 
- Cross-sectional area of the cable:

3x 1.5 mm

Technical details: 
- Maximum connected load: 3500 watts
- Mains connection: 220-240 V/50-60 Hz 
- Nominal current: 16 A

3-way

HTQty
10

Cable length: 1.5 m

6-way, with overvoltage protection
- Integrated overvoltage and overload

protection

Technical details:
- Overvoltage protection:

Up=1,0KV/UC=250V~/Uoc=3,0KV/IL=
16A/type 3

HTQty
10

Cable length: 1.5 m 8-way

HTQty
10

Cable length: 1.5 m
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MB = minimum order quantity 
Qty = quantitySeptember 2008

= novelty
= suitable accessory

(not included)
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CBQty
6

Cable length: 1.5 m
(cross-sectional area: 3 x 1.5 mm2)

Pro-E Distribution Panel  
- Stylish, high-quality distribution panel,

made of sturdy aluminium, with 
heat-resistant plastic sockets

- Two-pole, illuminated switch
- Sockets turned by 45°
- With eyes for durable mounting
- With practical cable receptacle
- Incl. EMI/RFI filter (protects against 

disturbances and interference within
the electric circuit)

- Material: aluminium / plastic
- Colour: black 

Technical details:
- Cable: H05VV-F3G1,5
- Maximum connected load: 3500 watts
- Mains connection: 220-240 V/50-60 Hz 
- Nominal current: 16 A

4-way ”Pro-E 40S”

CBQty
6

Cable length: 1.5 m
(cross-sectional area: 3 x 1.5 mm2)

4-way ”Pro-E 40M”
- Integrated overvoltage protection
- Overvoltage protection:

Up=1.0KV/UC=250V~/Uoc=3.0KV/IL=
16A/type 3

CBQty
6

Cable length: 1.5 m
(cross-sectional area: 3 x 1.5 mm2) 6-way ”Pro-E 60S”

CBQty
6

Cable length: 1.5 m
(cross-sectional area: 3 x 1.5 mm2)

6-way ”Pro-E 60M”
- Integrated overvoltage protection
- Overvoltage protection:

Up=1.0KV/UC=250V~/Uoc=3.0KV/IL=
16A/type 3

CBQty
6

Cable length: 1.5 m
(cross-sectional area: 3 x 1.5 mm2)

6-way ”Pro-E 60L”
- Integrated overvoltage protection
- Additional overvoltage protection for

your TV cable connection
- 3 additional TV adapters (2x coax plug -

coax plug and 1x coax plug - F socket)
- Overvoltage protection:

Up=1.0KV/UC=250V~/Uoc=3.0KV/IL=
16A/type 3
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September 2008
BC   = blister size
BC X  = blister (special size)
HT   = hangtag

CB = packed in cardboard box
PO = polybag
BA = banderol
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Pro-E Distribution Panel  
- Stylish, high-quality distribution panel,

made of sturdy aluminium, with 
heat-resistant plastic sockets

- Two-pole, illuminated switch
- Sockets turned by 45°
- With eyes for durable mounting
- With practical cable receptacle
- Incl. EMI/RFI filter (protects against 

disturbances and interference within
the electric circuit)

- Material: aluminium / plastic
- Colour: black 

Technical details:
- Cable: H05VV-F3G1,5
- Maximum connected load: 3500 watts
- Mains connection: 220-240 V/50-60 Hz 
- Nominal current: 16 A

8-way ”Pro-E 80S”CBQty
6

Cable length: 1.5 m
(cross-sectional area: 3 x 1.5 mm2)
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MB = minimum order quantity 
Qty = quantitySeptember 2008

= novelty
= suitable accessory

(not included)
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Mechanical Timers
- Child protection included
- Separate On/Off switch
- Colour: white 

Technical details:
- 230 V/50 Hz
- Max switching capacity:
Ohmic load: 16 A (incandescent lights)
Inductive load: 2 A (devices with motor)

BC
35

Qty
6

TimeControl III
- Square timer, can also be installed in

confined areas
- Shortest switch interval: 15 min.

BC
35

Qty 
6

Waterproof Timer “Outdoor”
- Splash-proof, thus also suitable for 

outdoor use (IP 44)
- Shortest switch interval: 15 min.
- Hinged lid included
- LED control for switch function >On<

There’s a time for everything! The
fan heater in the bath room, the
fountain in the garden, the coffee
machine in the morning. Thanks
to practical timers, all these 
devices can punctually report for

duty. Or the random generator
decides when and how often the
lights are switched on and off. 

Timers

Digital Weekly  Timer 
- Is switched on/off manually
- LED control for switch function “On“
- With 2 AAA batteries for memory 

conservation (not included)
- 7 switch-on/-off possibilites per day 
- Max. 49 switch-on/-off possibilities per

week 
- With children protection 

Technical details:
- 230 V; 16 A, 3680 W
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?”

“Do you also have 

prize-winning

of course!” 
Countless best marks and awards in renowned 

tests for computer-photo-video-TV-SAT-
home cinema accessories from Hama: 

80 best marks in 2005. 96 best marks in 2006. 
81 best marks in 2007…

accessories

“Hama,

Overview of Catalogues

item no.: 097043
September 2008

- Cases
- Hands-Free Systems
- Holders
- Charging & Energy
- Cleaning & Care 
- Mobile Music
- Mobile Phone
- Ornaments
- Data Transfer 

MOBILE PHONE/SMARTPHONE

item no.: 097603
September 2008

- Network
- Cables & Adapters
- Distributors & Switches
- Installation
- Web & Sound
- Input Devices
- Technologies
- Offi ce Supplies
- Bags & Fashion
- Storage

PC/NOTEBOOK

item no.: 097273
September 2008

- MP3 Players
- Cases & Fashion
- Holders
- Cleaning & Care
- Sound
- Charging & Energy
- Cables & Adapters

MOBILE ENTERTAINMENT

item no.: 097798       
September 2008

- Picture Frames
- Portrait Frames
- Photo Gimmicks
- Motif Albums
- Theme Albums
- Storage
- Creative Accessories

PICTURE WORLD

item no.: 097797
September 2008

- Cables & Adapters
- AV Electronics
- SAT Technology
- TV/Antenna
- Audio/HiFi
- Home Cinema
- Media Storage
- Cleaning & Care
- Charging & Energy
- Power/Mains
 Connection 

HIFI/TV/HOME CINEMA

item no.: 097508
September 2008

- Digital
- Cases & Carrying Aids
- Tripods
- Cleaning & Care
- Optics
- Charging & Energy
- Aids for Shots
- Slide
- Storage
- Studio & Photo
 Laboratory
- Cine-Film
- Appendix

CAMERA/CAMCORDER

item no.: 097370 
September 2008

- Holders
- Cases
- Cables & Adapters
- Peripheral Equipment

MOBILE NAVIGATION

item no.: 097491
September 2008

- For Sony Consoles
- For Microsoft Consoles
- For Nintendo Consoles
- Universal Accessories

GAME CONSOLE

item no.: 097492
September 2008

- Weather Measuring 
  Technology
- Domestic Technology
-  Sports & Physical 

Fitness

HOME & LIVING

September 2008September 2008
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PO Box · 86651 Monheim/Germany
Phone: +49 9091 502-0
Fax: +49 9091 502-458

hama@hama.de
www.hama.com

All listed brands are trademarks of the respective companies. Errors and omissions excepted,
and subject to technical changes. Our general terms of business are applied. Printed in Germany.

097797/09.2008

See us online at www.hama.com!
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 H I F I / T V / H O M E  C I N E M AT H E  S M A R T  S O L U T I O N

 AV CABLES

 HEADPHONES & MICROPHONES

 HiFi/TV-FURNITURE

 ANTENNA/SAT

 MEDIA STORAGE

 CLEANING & MAINTENANCE

 RECHARGEABLE BATTERIES &  CHARGERS 
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